
ACP TR-IS series Stone-buriers standard features:  separation grill; adjustable rear leveling bonnet (screws); reverse blade rotation; 400mm/15 in.
diameter cage roller; maximum working depth 20 cm/ 8 in.; lateral chain transmission;  PTO with 4 friction disks; manual depth regulation;
540 rpm or 1000 rpm on request; 4-speed gearbox ; 4 curved blades/flange; 2 spare blades with bolts; CAT. 2 hitch.

BASE
WORKING WEIGHT NUMBER NUMBER

ACP TR-IS Models for tractors 70-130 HP WIDTH (in.) (lbs) FLANGES BLADES
ACP TR 185 (HP 70 - 90) 72 2112 9 36
ACP TR 205 (HP 70 - 90) 80 2310 10 40
ACP TR 225 (HP 70 - 90) 88 2464 11 44
ACP TR 235 (HP 70 - 90) 92 2574 11 44
ACP TR 245 (HP 90 - 100) 96 2684 12 48
ACP TR 285 (HP 100 - 130) 111 3058 14 56
ACP TR 305 (HP 100 - 130) 119 3256 15 60

ACP TR Accessories & Options:
Hydraulic depth regulator
Hydraulic regulator for leveling bonnet
Lateral Leveling Disks
Packer Roller with Reinforced Mounting 
PTO with automatic limiter
Lateral Slides
Upgrade to Rotor with 6 blades per Flange (price per flange)
Blades (cod.0042Z) 80x8 (curved)
Tungsten-treated Blades (special order only)

MELO SEEDERS (drop seeder, mount included)
  ACP TR 185 (HP 70 - 90)
  ACP TR 205 (HP 70 - 90)
  ACP TR 225 (HP 70 - 90)
  ACP TR 235 (HP 70 - 90)
  ACP TR 245 (HP 90 - 100)
  ACP TR 285 (HP 100 - 130)
  ACP TR 305 (HP 100 - 130)


